NG-433 Digital motor control

NG 433

Digital motor control for MIG / MAG

Ova kontrolna ploc¢a je zamenljiva sa VEL 4.3b

Sifra proizvoda: 560-1997
Proizvodac: Mig-mag

11 910 RSD

Neto cena: 9 925 RSD
Opis proizvoda

Operation modes: 2-takt, 4-takt, spot and interval
Adjustable motor speed, pulse and interval and burn-back-time.

For 24V or 42V DC motors up to 65W. Threading (motor without contactor and gas) Magnetic valve and
current contactor 24V-42V~ This control card is normally interchangeable with WEL4.3 . For a new
installation a thermal switch and an indicator light can be added as well.

Deklaracija

¢ Naziv proizvodaca: Mig-mag
* Neto tezina: 0.5 kg

¢ Bruto tezina: 0.5 kg

¢ Marka proizvoda: Mig-mag

NG 433 digital motor contrel for MIG / MAG Mechanical datas:
3 Dimensions (W x Hy 99mm x 132mm =1, 3mm
Technical dates: Maximum height from PCB: 40mm = Imm
Speed repulation in switching mode (PWA), __— Mintor speed polentiometer

Spead and tmer potentiometers directly soldered on the PCB.
Internal trimmers to calibrate min. speed, and burn-back time.
Supply 24-27V- or 42V- 5A fused.

Default: TP1=24V.
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Connecting MN{:433
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